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Radon Measurement
Testing Technician:

Thomas G. Lauhon; #KS-MS-0124.
Construction Type:

.
Construction Techniques:

.
Sampling Devices:

Continuous radon monitors were used for to obtain this measurement.  Continuous radon monitors use an electronic detector
to accumulate and store information related to the periodic concentration of radon gas or radon decay products.  They are
activated and left on site for a period of not less than 48 hours.  If these devices are tampered with, notification is provided at
time of download.

Duplicate or Sequential Sampling Taken:
.  To ensure that the radon measurement is a valid representation of the radon levels present, either a duplicate or sequential
measurement should be taken.

Measurement Location:
According to the E.P.A. Measurement Protocols, when performing a radon measurement for a real estate transaction; the
primary measurement shall be taken on the lowest living level suitable for occupancy.  In this instance the [___] is considered
the lowest livable level.

Minimum Measurement Requirements:
The minimum requirements for performing a radon measurement are as follows: The measuring device shall be at least 20"
above the floor, 12" from an exterior door, and have at least 4" of clearance around the device.  The device shall not be placed
in any room that contains plumbing such as a bathroom or kitchen.  The device shall be in place and collecting measurements
for no less than 48 hours.  These requirements were met during the screening period.

Weather Conditions:
.

Rain Noted During Screening Period:
.

Was the Exposure Time Over 48 Hours:
.

Start Date & Time:
.

Stop Date & Time:
.

Closed House Conditions:
.

Non-Interference Agreement:
;

Radon Test In Progress Sign Posted:
Yes, a radon test in progress sign was posted in a conspicuous area of the structure.  This notice also contained a listing of the
testing conditions.

Windows & Non-essential Doors Sealed:
.

Window or Door Seals Disturbed:
.

Visible Conditions That May Affect Results:
.
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Limitations:
There is uncertainty with any result dependent upon statistical variations and other factors.  Radon concentrations are affected
by daily and seasonal variations. Changes in weather, operation of the dwelling and possible interference are all factors that
could influence results.

Measurement Resuslts (pCi/L):
During the measuring period, the continuous monitor had an overall average of [___] pCi/L.  The EPA protocol average was
[___] pCi/L.

Recommendations:
.

Radon Mitigation Companies
.
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